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Although little attention is paid to corrosion study in food processing and production industry, it is highly important to take a
critical look at what transpires at the production stages and how these can affect human health due to contamination of the final
product. This research employs the design of experiment module of a Minitab software to analyze the corrosion effect of mild
steel in fruit juice environment. Coupon method was adopted to calculate the rate of corrosion in orange, pineapple, and cashew
fluid for a duration of 25 days with measurement taken at 5-day intervals. The highest corrosion rate of 0.71mmpy was
observed in cashew fluid followed by pineapple fluid, and the least rate of 0.08mmpy was observed in orange fluid. The
generalized model equation was obtained to predict corrosion rate of mild steel in a similar environment. In general, design of
experiment offers a better way to analyze corrosion experiment result, and this innovative idea is shown in this work.

1. Introduction

Serious attention is being paid to corrosion study in oil and
gas industries because of its economic, safety, and conserva-
tion concerns. However, few research studies are available
in the literature on corrosion in food processing industries.
Fruit juice and beverages are widely consumed by the world
population, but people seem to ignore the complex process-
ing stages involved before the final product. This process
involves crushing and squeezing of raw fruit for juice extrac-
tion, optional filtration, batch preparation, pasteurization,
filling, and bottling [1]. Metal or alloys are always in contact
with the extracted juice during these processes. This leads to
the corrosion of food processing equipment because of the
acidic content of the fruit. Orange, pineapple, and apple
contain varying forms of acids such as citric, malic, and
oxalic acids [2]. Reaction of these acids with metals during
production results in corrosion of production equipment

and might contaminate the processed juice which raises a
serious health concern.

Corrosion is the degradation, deterioration, or destruc-
tion of metals and alloys as a result of chemical or electro-
chemical reaction with environment. It is also a natural way
of reversing the state of materials back to its low-energy sta-
tus. The impact of corrosion in food processing industries
cannot be overemphasized, given the impact on production
scheduling, contamination of the final product, and safety
concern. This devastating impact of corrosion compels
advanced countries like the United State (USA) to spend
$276 billion annually (3.1% of the GDP) on direct corrosion
cost. Of $17.6 billion spent in the production andmanufactur-
ing sector, $2.1 billion (12%) was spent on food processing
[3]. This further emphasizes the importance of corrosion
study in food processing industries.

Mild steel is the most popularly used and cheapest form
of steel, and it is referred to as mild because of its relatively
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low carbon content. Mild steel is known for its malleability,
weldability, and amenability to heat treatment to vary its
mechanical properties [4]. It finds application in food pro-
cessing industries and everyday object we use. Kitchen uten-
sil such as pans, pots, and spoons are sometimes made of
mild steel.

Fruit juices are usually included in daily diet structure
because of their nutritional values. They are widely con-
sumed in different ways such as nutritional supplement, con-
diment, digestive, and health drinks. They can either be
consumed as raw or processed drinks containing different
additives. Owing to various additives and different processes
involved in processed juice, food processing industries are
prone to serious corrosion concern.

Sharma et al. [5] studied fruit juice and chloride ion
effects on the corrosion behavior of orthodontic archwire.
AISI 316L stainless steel of 0.018 inches (0.0472 cm) was used
for the experiment. The fluid samples were prepared at a con-
trol amount. The samples were inserted for approximately 24
hours in artificial saliva (AS) having different fruit juices and
another sample in a separate fluid juice with 1% NaCl in AS.
The result shows an appreciable increase in corrosion rate in
AS in the presence or absence of salt. Pitting corrosion was
observed upon addition of 1% of NaCl to the AS. Surface
analysis was done using scanning electron micrograph to
show blister formation on the steel surface.

Dey and Agrawal [6] performed experimental research
on the corrosion effect of a tin plate container for food pack-
aging in fruit juice environment. Coupon techniques were
adopted to calculate the rate of corrosion, and scanning elec-
tron microscopy was used to study the morphological struc-
ture of the corrosion product. Test coupon of a known weight
was immersed in different fruit juices containing preserva-
tives, natural fruit juice, and water with a total exposure time
of 20 days. Specimen was reweighed for possible weight loss
at six-day intervals. The result showed a significant deteriora-
tion of the tin plate sheet. Corrosion is more pronounced in
packed fruit juice with preservative followed by natural fruit
juice and water, respectively.

Omotoso et al. [7] performed experiments on 1014 mild
and 304 stainless steel in acidic media to determine the corro-
sion performance of the two metals. 180 metal samples were
immersed in sulphuric acid (H2SO4), hydrochloric acid
(HCl), and nitric acid (HNO3) at different concentrations.
The sample was exposed for 15 days and reweighed at 3-day
interval for corrosion rate calculations. Energy-dispersive
X-ray (EDX) and scanning electron microscopy were used
to determine the morphology of the sample. The morpholog-
ical result showed pitting corrosion damage and crack devel-
opment on sample surfaces. Corrosion rate increases with
increasing molarities of the reagent, and that of mild steel is
higher compared to stainless steel sample.

Ada et al. [8] used weight loss and electrochemical tech-
niques to study the corrosion resistance of AISI 304L, AISI
316L, St 37.2, and nickel-coated St 37.2 steel in different fruit
juice media of the Ankara Sugar Factory. The metal samples
were immersed in raw juice, thin juice, and juice taken from
the evaporator. Corrosion rates from different techniques
was measured and compared. St 37.2 steel has the fastest cor-

rosion rate, whereas stainless steel AISI 316L has the slowest
corrosion rate. AISI 316L offers high corrosion resistance
compared to AISI 304L in different juices.

May [9] studied the corrosion behavior of mild steel in
varying concentrations of NaCl solutions. Weight loss tech-
nique was adopted for the experiment, and the result showed
a low corrosion rate at higher concentration of NaCl and vice
versa. The same approach was used by Ikechukwu et al. [10]
in their experimental work on corrosion effect of carbon steel
(API 5L X42) in different concentrations of NaCl, Na2SO4,
and Na2CO3 for a total exposure time of 1008 hours. They
aim to determine the most aggressive environment for oil
pipeline applications.

Poku et al. [11] performed experimental research on
effect of temperature and salinity on corrosion rate of alumi-
num and mild steel. Machined mild steel and aluminum of
different shapes were inserted into sodium chloride solution
for seven days. Coupon technique was employed, and the
corrosion rate was calculated accordingly. Corrosion rate of
0.1862mmph–0.2065mmph was obtained for aluminum at
35°C while 1.0567mmph–1.994mmph was obtained when
the temperature rises to 65°C. The same trend is observed
for mild steel.

Liptáková et al. [12] carried out experiment on AISI 316L
stainless steel. They investigated the effect of surface treat-
ment on corrosion behavior of the selected metal welded by
TIG method. Specimens were cut and prepared from the
original plate AISI 316L (120mm × 60mm) by waterjet cutting
and welded by TIGmethod with using the filler. Specimen sur-
face was finished by chemical (pickling) and mechanical
methods (grinding, garnet blasting). Scanning electron micros-
copy (SEM) was used to analyze the morphological structure of
the prepared surfaces. Corrosion resistance of the welded
stainless steel was determined by the exposition test used
for local corrosion evaluation and metallographic analysis.
The result confirmed the significant effect of surface finishing
on corrosion behavior of welded stainless steel AISI 316L.

Corrosion effect of mild steel (with or without surface
protection) in cassava fluid under different working condi-
tions was investigated by Durowoju and Oladosu [13]. Galva-
nized steel, painted mild steel, and normal steel were
immersed in sweet cassava juice media for separate exposure
time (continuous and intermittent). It was observed that gal-
vanized steel has the highest corrosion rate compared to
painted mild steel during the time of exposure, while normal
steel with no surface protection has the least rate of corrosion
during immersion duration.

Ayo et al. [14] employed weight loss techniques and SEM
analysis to investigate steel corrosion cracking and micro-
structure analysis of mild steel in orange juice. The specimens
were heat treated to different austenitic temperatures, cooled
in water, and dipped in orange juice with a measured pH of
3.27 for 30 days. The weight loss of the sample was measured
at 2-day intervals, and corrosion rate was calculated. The
result revealed that SCC in mild steel is a function of acidity
of the corrosive fluid and corrosion rate increases with
increasing immersion time. In addition to this, resistance to
corrosion attack increases at high austenitic temperature
due to higher hardness obtained at higher temperature.
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SEM analysis showed that the transgranular and intergranu-
lar attacks were responsible for corrosion of mild steel in
orange juice environment.

In a related research, Afolabi et al. [15] used weight loss
techniques during comparative analysis of corrosion behav-
ior of mild steel in apple, orange, mango, and mixture of
the juice for 60-day exposure time at 5-day interval material
loss measurement. The highest corrosion rate was found in
grape fruit losing about 4.69 g, 4.18 g loss in orange juice,
4.15 g loss in mixture fruit juice, and 4.10 g loss in apple,
and mango has the lowest corrosion rate with weight about
2.25 g loss.

Ajide and Agara [16] performed experimental research
on corrosion behavior of medium carbon steel (MCS) and
KS7 stainless steel in natural orange fluid, cassava fluid, and
distilled water using weight loss technique. Each specimen
was exposed to 200ml of fluid for the 36-day immersion
period with measurement taken at the 3-day interval to
obtain the rate of corrosion. The result showed that KS7 SS
has a high corrosion resistance compared to the MCS in the
considered environment.

Based on the number of research publications centered
on corrosion study in food processing industries, it can be
inferred that little attention is paid to it. However, corrosion
is a huge problem in this industry. Apart from failure of
equipment and production downtime, there exists additional
risk of product contamination as a result of corrosion prod-
uct which may result in food poisoning and raise serious
health concern. The above work indicates that no study has
been conducted to examine the corrosion effect of mild steel
in orange, cashew, and pineapple juice concurrently. At the
same time, no single author analyzes this experimental
result using design of experiment. The objective of the pres-
ent investigation includes experimental study of mild steel
sample of different thickness in orange, cashew, and pine-
apple juice and generation of the model equation for the
3-fruit juice environment using factorial experimental
design. This statistical analysis would help to determine
the contributory effect of varied parameters and the interac-
tions between them. This study is of interest since system-
atic investigation of each parameter helps to decide the

material to be used for food processing equipment in order
to avoid food poisoning.

2. Description of the Experiment

The experiment was set up in the laboratory where mild steel
specimen of thickness 1.0mm and 1.5mmwas used. The sam-
ples were machined into rectangular sections, and they were
treated by abrading them through successive grades of abra-
sive paper. Each sample was rinsed in distilled water and in
acetone before drying. This procedure has been followed by
Durowoju and Oladosu [13]. The prepared specimens were
stored in desiccators to avoid atmospheric corrosion.

The fruits were obtained from the local market, and the
experiment was carried out on a weekly basis. The weighed
samples of the metal were suspended with the aid of a thread
in the beakers each containing orange juice, pineapple juice,
and cashew juice; and the beakers were kept stationary to
avoid displacement effect. The exposure periods were a total
of 25 days with measurements taken at an interval of 5 days,
respectively. The specimens for orange, pineapple, and
cashew media were taken out from the media, and the corro-
sive films were removed using a soft brush after which the
samples were cleaned in distilled water properly before dry-
ing. The dried samples were weighed carefully in a weighing
balance until a stable weight was achieved. Table 1 shows the
chemical composition of mild steel sample used in this study;
the analysis was conducted at Grand Foundry Limited, Ikeja,
Lagos, using MiniPal 4 Spectrometer. Figure 1 gives a sum-
mary of the entire process of specimen preparation.

The average corrosion rates of mild steel in the environ-
ment under study were calculated using the method by
[18–20].

CR = 534W
ρAT

, ð1Þ

where CR is the corrosion rate of the specimen in millimeter
per year (mmpy),W is the weight loss in mg, ρ is the density
of metal in mg/m3, A is the area of specimen in m2, and T is
the exposure time in hours.

Table 1: Detailed composition analysis of mild steel sample used in the experiment.

Elements C Mn P S Cr Ni Mo V Fe Co Cu

Wt.% compositions 0.165 1.29 0.0015 0.0062 0.0275 0.0183 0.0092 0.0076 98.1 0.0063 0.0548

Machining
mild steel

sample using
foot pedal
machine

Rectangular
mild steel
specimen

Weighing Inserted
samples into

orange,
pineapple and
cashew juice

Reweighing
after removal

from juice
fluid at

specified day

Figure 1: Specimen preparation process showing all the steps involved from the beginning to the end.
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2.1. The General Factorial Design. This is a statistically based
method that examines significant parameters in an experi-
ment. It is useful in design of experiment where several fac-
tors and their interaction are to be considered. This design
offers several advantages which include the smallest number
of runs with which k number of factors and all levels of factor
combinations can be studied in a complete factorial experi-
mental design. The results obtained from general factorial
design are easily expressed in terms of the regression model.
The coded regression model for general factorial design is
shown [20] below.

y = β0 + 〠
k

i=1
βixi + 〠

k

1≤i≤j
βijxixj + ∈: ð2Þ

This is a multiple regression model where β0 is the aver-
age response in the experimental design and βi is the regres-
sion coefficients. The coefficient βij denotes the interaction
between xi and xj. The error term ϵ is approximately normal
and independently distributed with a mean of zero and con-
stant variance. General factorial design was adopted in this
work because of uneven factor levels, and single replicate
was used to reduce cost of material for the experiment with-
out affecting the eventual outcome.

Based on the available literatures and previous corrosion
experiment, duration (days), thickness (mm), and media
(orange, pineapple, and cashew) were found to be important
parameters affecting the corrosion rate of mild steel and
hence are used as the independent variables. The response
(corrosion rate) was obtained by applying general factorial
design with different factor levels; the design information
about each parameter and corresponding levels are shown
in Table 2.

There are three factors (A, B, and C) at three, five, and
two levels, respectively, with single replicate making a total
of 30 experimental runs. Each trial of the experiment was
randomized to avoid bias and to obtain accurate estimate of
the error.

3. Results and Discussion

The corrosion rate was calculated using equation (1), and the
obtained result was entered into a Minitab 17 commercial
software for detailed analysis of experimental result. Table 3
shows the experimental matrix for the single-replicate gen-
eral factorial design. The last column shows the response
(corrosion rate) of each experimental run.

Since there are many factors at different levels under con-
sideration, a single replicate or unreplicated factorial was
found desirable for this analysis. With one replicate, there is

no internal estimate of error (or pure error). We sacrifice
the higher-order interaction terms (A, B, and C) after check-
ing the percentage contribution of the main factors and inter-
actions. Their mean squares are combined to estimate the
error. The resulting ANOVA table for the factors and their
corresponding F and P statistics are shown in Table 4 below.

The analysis of variance result allows for a statistical
analysis of the contributions of the variables on the corro-
sion rate of mild steel (Table 4). Since the P value for the
model was less than 0.06, there was a statistical relation
between the response (corrosion rate) and the selected var-
iables at 94% confidence level. The three main effects are
significant (P < 0:06), and a significant two-way interaction
was observed ðA × CÞ. The corrosionmedia × thickness of
mild steel interactions shows that both factors significantly
affect the corrosion rate of mild steel.

The adequacy of the model was good as there is a corre-
lation between the dependent variable (corrosion rate) and

Table 2: Design information.

Factor Factor levels Values

A: media 3 Orange, pineapple, cashew

B: duration (days) 5 5, 10, 15, 20, 25

C: thickness (mm) 2 1.0, 1.5

Table 3: General factorial design with three process parameters and
responses on mild steel.

Experiment
number

Media
Duration
(days)

Thickness
(mm)

Corrosion rate
(mmpy)

1 3 1 1 0.28

2 3 4 1 0.12

3 3 3 1 0.14

4 3 3 2 0.29

5 3 1 2 0.71

6 3 2 2 0.41

7 3 5 2 0.23

8 3 2 1 0.19

9 3 5 1 0.11

10 3 4 2 0.25

11 1 4 2 0.28

12 1 2 1 0.16

13 1 4 1 0.09

14 1 2 2 0.41

15 1 3 2 0.34

16 1 1 1 0.19

17 1 1 2 0.51

18 1 3 1 0.12

19 1 5 1 0.08

20 1 5 2 0.24

21 2 2 2 0.39

22 2 4 2 0.25

23 2 5 2 0.21

24 2 4 1 0.21

25 2 2 1 0.35

26 2 1 1 0.48

27 2 1 2 0.54

28 2 5 1 0.08

29 2 3 2 0.31

30 2 3 1 0.27
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the independent variables. This is seen in the R-sq value and
Adj-R-sq value which are 96.70% and 88.02%, respectively.

3.1. Capability Analysis. As the experiment is executed under
the uniform experimental conditions (in terms of instrumen-
t/operator), we have carried out repeatability and capability
analysis. For the said purpose, we have constructed a run
chart (considered type I gage study) and performed the anal-
ysis to evaluate precision and bias. To carry out this analysis,
we have adopted the following procedural flow.

For the corrosion rates of our experiment, we have com-
puted various descriptive measures including mean, standard
deviation, standard error, coefficient of variation (the varia-
tion relative to mean), and minimum/maximum values. All
these descriptive measures are reported in Table 5 for our
corrosion rate data set.

Using the above reported numbers, we have constructed
the run chart for corrosion data. The resulting outcomes
are given in the form of a run chart (see Figure 2 below). It
is to be mentioned that we have done this under type I gage
study that helps to evaluate the capability of a measurement
process by combining the effects of bias and repeatability. It
determines the amount of observed process variation due to
the variation of the measurement system.

For the construction of the run chart and the other corre-
sponding measures, we have used the following design
settings:

(i) Reference: 0.3 (to be around the center)

(ii) Tolerance: upper specification − lower specification
= 1:00 (to capture the measurement variation
within the tolerance bounds)

(iii) Study variation: 6.0 (to estimate the variation in the
measurements; the default choice is 6, in order to
capture the number of standard deviations needed
to capture 99.73% of our measurements)

(iv) Percentage of tolerance: 99.73% (for the computation
of capability indices Cg and Cgk)

The analysis reveals the following:

(i) Descriptive measures: these summary measures
quantify various aspects of the data. Particularly,
the mean (0.2747) gives the central location, stan-
dard deviation (0.1511) captures the average disper-
sion of data around the center, standard error
(0.0276) quantifies the accuracy of the estimator to
estimate the parameter, coefficient of variation
(55.01) tells us the variation relative to mean (in per-
centage form), and minimum (0.08) and maximum
(0.7100) provide the range of the data. All of these
descriptive measures are very useful in explaining
various numerical characteristics of the data, and
experiments may benefit from them in their studies

(ii) Bias: the bias of the measurement system is reported
as -0.025. It results into a t value equal to 0.9183, and
the corresponding P value equals 0.366 (computed
for a two-sided case using DF = 29). As P value is
quite large, we do not have evidence to reject the
hypothesis of insignificant bias. It means that there
is no bias present in the measurement system

(iii) Capability indices: we have considered two capability
indices namely Cg and Cgk in our analysis. The
index Cg compares the tolerance with the measure-
ment variation, while Cgk compares the tolerance
with both measurement variation and bias. The
two indices are computed for the given data using
the abovesaid design settings. The resulting indices
are given as Cg = 1:10 and Cgk = 1:04 (both are
below the traditional threshold of 1.33). Moreover,
we obtained %Var ðrepeatabilityÞ = 90:66% and %
Var ðrepeatability and biasÞ = 95:52%. In addition,
we have also created a process capability report that
provides information about the process data, its per-
formance statistics, and the capability indices (both
overall and potential). The resulting report in the
form of a figure is provided in Figure 3

We notice from the run chart and process capability
report that although we are well within specification, an
improvement is still needed in the measurement system (as
advocated by different indices reported therein).

The main effect plot is very important to us in this study
since we have a categorical variable (media). This helps to
compare the changes in mean levels in order to see the influ-
ence of the categorical variable on the response (corrosion
rate). Figure 4 shows the main effect of each parameter stud-
ied, and it should be noted that the mean value is higher at
one level of the variable than at another level. It is worth not-
ing that the values taken by each point correspond to the

Table 4: Analysis of variance (ANOVA) of general factorial design.

(a)

Source DF Adj. SS Adj. MS F value P value

Model 21 0.64027 0.030489 11.15 0.001

Linear 7 0.55017 0.078595 28.74 0.000

A 2 0.02249 0.011243 4.11 0.059

B 4 0.31935 0.079837 29.19 0.000

C 1 0.20833 0.208333 76.17 0.000

2-way interactions 14 0.09010 0.006436 2.35 0.113

A ∗ B 8 0.02661 0.003327 1.22 0.394

A ∗ C 2 0.04149 0.020743 7.58 0.014

B ∗ C 4 0.02200 0.005500 2.01 0.186

Error 8 0.02188 0.002735

Total 29 0.66215

(b) Model summary

S R-sq R-sq (adj) R-sq (pred)

0.0522972 96.7% 88.02% 53.53%
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average of the corrosion rates obtained at this level, indepen-
dently of the levels taken for other parameters, and the over-
all mean is plotted across each panel. The highest corrosion
rates are obtained when mild steel is in cashew juice for 5-
day immersion time with a 1.5mm thickness, and the lowest
corrosion rates are obtained in orange juice for 25-day
immersion time and 1.0mm thickness.

Unlike the main effect plot which shows the influence of
each process parameter on the material under study, the
interaction plot provides the effect of two or more process
variables on the response (corrosion rate). Figure 5 shows
the interaction effect of the means of corrosion rates at differ-
ent combinations of factor levels. Interaction A ∗ C was
found to be significant since the lines are not parallel, and
the slope of these variables is not horizontal. The changes
in the response (corrosion rate) mean of mild steel in dif-
ferent media from the low to high levels of process vari-
able depend on the level of the second process variable.
Analysis of variance (ANOVA) for general factorial design
presented in Table 4 also confirms the significance of interac-
tion A ∗ C. This shows that combination of mild steel sam-
ple thickness and media (fruit juice) has a significant effect
on the corrosion rate of mild steel. The result from this statis-
tical analysis is in good agreement with what was reported in
Ref. [4].

3.2. Model Adequacy. Residual analysis was performed to
check for validation of the underlying assumptions in
ANOVA. These assumptions are that the observations are
adequately described by equation (1) and that the error terms
are normally and independently distributed with a mean of
zero and an unknown but constant variance. These assump-
tions are abbreviated asNIDð0, σ2Þ. The normality assump-
tion was checked by plotting the histogram of the residuals
as shown in Figure 6. There is nothing unusual with this plot
as the residual is seen to be fairly distributed along the mean
line and there is no possible outlier that reveals any non-
normality in the distribution. Furthermore, the plot of resid-
ual in time sequence is satisfactory as there is no positive
correlation indicating violation of independence assumption,
and lastly, the residual versus fitted value plot shows a struc-
tureless pattern illustrating that the assumption of constant
variance is met.

3.3. Mathematical Model. Regression analysis was carried out
to predict the value of a dependent variable (corrosion rate)
based on the values of any of the independent variable and
to establish a linear relationship between them, with factor
A specified as a categorical predictor and factors B and C as
continuous predictors. The factor specification differs
because factor A is not a numerical factor unlike the other

Table 5: Descriptive statistics: corrosion rates.

Variable N Mean SE mean StDev CoefVar Minimum Maximum

Corrosion rates 30 0.2747 0.0276 0.1511 55.01 0.0800 0.7100

Reference
Mean
StDev
6 × StDev (SV)
Tolerance (Tol)

0.3
0.275

0.1511
0.9066

1

Basic statistics
Cg 1.10
Cgk 1.04

Capability

%Var(repeatability) 90.66%
%Var(repeatability and bias) 95.52%
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Figure 6: Residual plots for corrosion rates of mild steel showing the accuracy of the model used.
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two factors. The model equations for the corrosion rate of
mild steel in the 3 different media are shown below.

Orange juice Corrosion rates
= −0:0985 − 0:0005B + 0:3230C − 0:0317BC,

Cashew juice Corrosion rates
= 0:3345 − 0:0395B + 0:1570C − 0:0317BC,

Pineapple juice Corrosion rates
= −0:0985 − 0:0005B + 0:3230C − 0:0317BC:

ð3Þ

The above model equations clearly show that corrosion is
high in orange juices, moderately higher in pineapple juice,
and highest in cashew juice. This agrees with the main effect
and interaction plot analysis.

4. Conclusion

In this study, we have successfully analyzed the corrosion
experimental result with Minitab 17 using general factorial
design. The findings were in tandem with other corrosion
experimental data analyses in the literature. Three design
parameters media, duration, and thickness were selected as
the variable. The result of the analysis of variance indicates
that all the three main effects are important and interaction
between media and thickness is important as well. This indi-
cates that aggressiveness of the environment and service life
is very important in design of food production and process-
ing equipment. The result shows that the highest corrosion
rate of 0.71mmpy occurs in cashew fluid with a 1.5mm mild
steel thickness. Moderate corrosion rate of 0.54mmpy is
observed in pineapple fluid with 1.5mm thickness, while
the lowest corrosion rate of 0.08mmpy is noticed in both
orange and pineapple fluid. Also, the corrosion rates are pro-
nounced in the first week of the experiment while it declines
towards the end of the experimental process. However, the
variation between the thicknesses of the material does not
have much influence on the corrosion rate, unlike the media
and the duration.

Regression analysis was carried to obtain the linear rela-
tionships amongst variables. The model equation obtained
from this analysis can be used to calculate the corrosion rate
of mild steel for a similar condition with a very high accuracy.
More research study should be done in the future to increase
knowledge on corrosion situation in food processing indus-
tries to save the present and future generation to come from
unwanted illness arising from contamination of food
product.
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